2. OMAX
2.0+0.5
3. 7340. 5

(INSIDE ADHESIVE AREA)

7.8310.5
8.33

127.0

126. 0(Touch Panel outline)

0.5#0.5
2.1+0.5

1. 720.5

(INSIDE ADHESIVE AREA)
5. 740.5 117.65(Touch Panel V.A)

6. 22 116.6 (Bezel Window)

6.4+0.5 116. 25(Touch Panel A.A)

6.92+0.5 115.2 (A. D)

9.0340.5

64.525£0. 5

8.530.5

98. 43
96. 23(Touch Panel outline)

52. 2340. 5

A.A Center

87.8 (Bezel Window)
86.4 (A.A)

88. 6(Touch Panel V.A)
87. 4(Touch Panel A.A)

VIEWING DIRECTION
640xRGBx480 DOTS

| |
| |
ix1 xzi
| |
| |

1.240.5
(INSIDE ADHESIVE AREA)

NOTE :
LCD : TFT TRANSMISSIVE TYPE , NORMAL WHITE
VIEWING DIRECTION : 6 0’CLOCK

Top : —20~70°C , Tst : —30~80°C

LED BACKLIGHT COLOR : WHITE

CONSTANT VOLTAGE FOR LED DRIVER : VLED=3.3 V
BRIGHTNESS : 375 cd/n? (MIN)

TOLERANCE FOR NOT ASSIGNED : #0.3mm
RoHS—COMPLIANT

CN1 : 10061851(FCI) OR EQUIVALENT
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THE CUSHION BETWEEN CASE AND TOUCHPANEL WHICH
COUSTOMER MUST BE WITHIN INSIDE ADHESIVE AREA
UNTOUCHABLE AREA IS BETWEEN ”INSIDE ADHESIVE AREA” AND "T/P A.A”

(INSIDE ADHESIVE AREA)
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CONFIDENTIAL(B)

10. 06 MAX (including component height)
7.040. 5(including Touch Panel)
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UMSH-8352MD—1T(REVT)
U.R.T. No.XXXXXX—=XXXX
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IS DESIGNED BY

mﬁ LABEL m
1 1(u/D) 30(v2)
N g,
96. 7251. 5
0.06
Touch Panel interface:
PIN NO.| PIN ASSIGNMENT d18/9/d
1 Y1
00
2 X1 dlgopN| 3
3 Y2
4 X2 0.18
PIXEL SIZE




